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SECRET
2 Jupe 196L
MEHMORARDUM FOR:
SURJECT : Coverage Presentetion for KH Systems

1. The initlel line plot of the KBl end KH-7 missions ere received
on & dedily besis from| lof ID/B&T. These plots ere om o trense
perent overlsy keyed to an ASC (USAF Aerospece Plemning Chert, scale

25X1

25X1

25X1

1:9,000,00C) heving a Lembert Conforuel Conic Projection. Stenderd perallels

of this chert sre 37 N end 65 N. When received by TSB, only the On - Off

points remein to be placed on the track; these sre determined fram the ZR
Racer TO which iz slso avelleble on o deily besis, The scele of the chart
iz such thet only s line track cen be ploced on it to present reprecsentetive
coverage. In order to presemt & more detailed sves eoversge presentetion

& larger scecle mep 1z necessary. '

2. To present this detoiled coverage, 1t is suggested that o UZAP
Strategic Pleaning Chort &t s scale of 1:5,320,000 with Poler Stereogrophic

Projection be used. Culture, hydhogrepby end topography oe presented em this

mep sre deteiled enough to sllov reletive orientation of sctusl COVerage.
The limiting orbitel presentetion would be the vertical photography of the

KB-T missione which cover approximetely eleven (11) neuticnl miles laterelly.
4 double~lined freck sbout 1/8 inch wide would portrey this coverage. Meximm

leteral coversge (180 n.m.) 15 presented by the Argon progrerm. At the chart
scale, & treck 2 1/2 inches wide will indicate the coversge. The entire
Strategic Planning Chart messures 95 2 130". This chert and its overley
mey be photographed and viewgrephs produced for briefing purposes since the
scale 1s idesl for this type of presentotion.

3. The plotter thot will prepsre the overleys is cepeble of trecing
en 10 4inch line in spproximetely one second. Ususble plotting sree 1is
60" x 60" which will allovw use of the entire Aerospece Plenning Chert

which measures 42" x 58' for the initiel vehicle peth presentetion. Computer

prograyming for this phese should present no problems. In using the nmore
detelled Strategic Plawning Chert, it will be necessary for the compiiter
to progrem for a Poler Stersogrephic Projection snd to provide for pertisl
pass presemtetion limited by the geogrophic bowmderies of each of the four
sheets. FHere sgeln, no problems are snticipated from computer progrem
procedures,

4. The velue of the proposed procedures are thet there will be an
immediete reproduction of the vehicle peth sveileble to PID, PAG, emd TID
for plemning purposes end reliance on snother Agency will not be required.
The more detediled plot on the SP Charts will provide coversge end geogrephic
location: of fremes end pesses move compateble with the photointerpretation
process. All of the chart meterisl 4s sveilsble in the Mep Lidrsry ond
edditionnl cherts to fulfil requirements cen esmsily be procurred.
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